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Figure 1 

Installation of MBRP Performance Exhaust 

 

1. Loosen both OEM clamps and disconnect the cat back section of 

the exhaust from both front pipes.  Allow the inlet of the cat back to 

hang down. 

Refer to Figure 1. 

 

2. Position the Resonator Delete Assembly underneath the OEM 

cat back being sure the inlets are aligned flush with each other.  

Note that the outlets of Resonator Delete Assembly should be 

pointing down slightly, NOT pointing up.  Transfer marks from the 

end of the Resonator Delete Assembly to the OEM Catback. 

Refer to Figure 2. 

 

3. Measure 2.5” forward toward the front of the car from the marks 

made in step 2 and scribe a cut line on the OEM pipes.  Using a 

sawsall or similar tool, cut and deburr the OEM pipes. 

Refer to Figure 3. 

 

4. Install a 2.75” Clamp onto each outlet of the Resonator Delete 

Assembly before connecting it to the section of cat back exhaust 

remaining on the vehicle. 

 

5. Reusing the original clamps, connect the Resonator Delete 

Assembly to the front pipes.  Ensure the assembly is installed level 

as viewed from the rear and tighten all clamps. 

Refer to Figure 4. 

 

6. Align the edge of each band clamp with the edge of the joint it is 

connecting. Tighten all hardware and clamps, starting at the front 

and working rearward to secure the system. Check along the full 

length of the exhaust system to ensure there is adequate clearance 

for fuel lines, vent lines, brake lines, frame, bodywork, suspension, 

and any wiring, etc. If there is any interference detected, relocate, or 

adjust to provide adequate clearance. Ensure all clamp connections 

are secure and components are unable to rotate or slide. Band 

clamps require approximately 45 lb-ft (60 N-m) of torque. Verify 

clearances, system security and band clamp torque after 30-60 miles 

(50-100 km) of driving. 

 

 

Congratulations! You are ready to begin experiencing the improved 

performance and driving pleasure of your MBRP performance 

exhaust system. We know you will enjoy your purchase. 
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