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ALTA CARGO RACK 

Important Notes:  
 
The Alta Cargo Rack must be used in conjunction with BOTH the TeraFlex hinged tire carrier 
and the TeraFlex adjustable spare tire mount.  
 
Prior to beginning this or any installation read these instructions to familiarize yourself with the 
required steps and evaluate if you are experienced and capable to personally perform these 
modifications.  A factory service manual should be used in conjunction with these installation  
instructions. 
 
Refer to the parts list to ensure that all necessary components and hardware has been included. 
If any parts are missing please contact your local TeraFlex dealer for assistance. 

Tools needed: 
¶ Small and Medium Sized Flat Head Screw Driver 
¶ Ratchet Wrench 
¶ 5/16 7/32  Allen Socket 
¶ 13mm Socket 
¶ 10mm, 13mm, and 9/16 Wrench 

# 4830000 - Silver Rails (shown) 

# 4830010 - Black Rails 

Accessory Mount Sold Separately 

# 4830020 - CB Antenna Mount Kit 

Scan to Watch 

Product Highlight 

Video! 
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WY !ƭǘŀ /ŀǊƎƻ wŀŎƪ - {ƘŜŜǘ aŜǘŀƭ ŀƴŘ .ŀǎƪŜǘ /ƻƳǇƻƴŜƴǘǎ 

LǘŜƳ І tŀǊǘ І 5ŜǎŎǊƛǇǝƻƴ v¢¸ 

м уолллм 5ǊƛǾŜǊ {ƛŘŜ .ǊŀŎƪŜǘ !ǎǎŜƳōƭȅΣ tƻǿŘŜǊ /ƻŀǘŜŘ     м 

н уолллф CǊƻƴǘ .ǊŀŎŜΣ tƻǿŘŜǊ /ƻŀǘŜŘ                      м 

о уоллмн tŀǎǎŜƴƎŜǊ {ƛŘŜ .ǊŀŎƪŜǘΣ tƻǿŘŜǊ /ƻŀǘŜŘ           м 

п уоллмр tŀǎǎŜƴƎŜǊ {ƛŘŜ .ǊŀŎƪŜǘΣ .ǊŀŎŜΣ tƻǿŘŜǊ /ƻŀǘŜŘ    м 

р уоллму tŀƴΣ tƻǿŘŜǊ /ƻŀǘŜŘ                              м 

с унллло !ƭǳƳƛƴǳƳ wŀƛƭ [ƻƴƎ {ƛŘŜ                     п 

т унллон !ƭǳƳƛƴǳƳ wŀƛƭ {ƘƻǊǘ {ƛŘŜ                         п 

у унлллм /ƻǊƴŜǊ hǳǘŜǊ /ŀǇ                            п 

ф унлллн /ƻǊƴŜǊ LƴƴŜǊ {ǳǇǇƻǊǘ                        п 
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WY !ƭǘŀ /ŀǊƎƻ wŀŎƪ - IŀǊŘǿŀǊŜ tŀŎƪ 

LǘŜƳ І tŀǊǘ І 5ŜǎŎǊƛǇǝƻƴ v¢¸ 

мм стл bǳǘ оκуϦ - мс ¦b/ {ǘŀƛƴƭŜǎǎ bȅƭƻŎƪ IŜȄ bǳǘ п 

мн мсф bǳǘ aу Ȅ мΦнр ǇƛǘŎƘ bȅƭƻŎƪ IŜȄ ȊƛƴŎ м 

мо тлф bǳǘ aс Ȅ мΦл bȅƭƻŎƪ му-у {ǘŀƛƴƭŜǎǎ ¢Ƙƛƴ IŜȄ [ƻŎƪƴǳǘ  мн 

 мп срмофл aс Ȅ мΦл t ¢-bǳǘ ŦƻǊ мл {ŜǊƛŜǎ 9ȄǘǊǳǎƛƻƴǎ пл 

мр сто aу hǾŜǊǎƛȊŜŘ {ǘŀƛƴƭŜǎǎ {ǘŜŜƭ ²ŀǎƘŜǊ м 

мс фтрмп ²ŀǎƘŜǊ оκуϦ [ƻŎƪ {ǘŀƛƴƭŜǎǎ {ǘŜŜƭ ǿŀǎƘŜǊ оκу п 

мт сср ²ŀǎƘŜǊ aу Cƭŀǘ ½ƛƴŎ tƭŀǘŜŘ  с 

му тлу ²ŀǎƘŜǊ aс му-у {ǘŀƛƴƭŜǎǎ {ǘŜŜƭ мн 

мф оон .ƻƭǘ aс Ȅ мΦл Ȅ млƳƳ [ƻƴƎ {ǘŀƛƴƭŜǎǎ .ǳǧƻƴ IŜŀŘ {ƻŎƪŜǘ /ŀǇ {ŎǊŜǿ ос 

нл оом .ƻƭǘ aс Ȅ мΦл Ȅ мнƳƳ [ƻƴƎ {ǘŀƛƴƭŜǎǎ .ǳǧƻƴ IŜŀŘ {ƻŎƪŜǘ /ŀǇ {ŎǊŜǿ п 

нм стн .ƻƭǘ aс Ȅ мΦл Ȅ мпƳƳ [ƻƴƎ {ǘŀƛƴƭŜǎǎ .ǳǧƻƴ IŜŀŘ {ƻŎƪŜǘ /ŀǇ {ŎǊŜǿ мн 

нн ссф .ƻƭǘ оκуϦ - мс ¦b/ Ȅ тκуϦ {ǘŀƛƴƭŜǎǎ .ǳǧƻƴ IŜŀŘ п 

но русм .ƻƭǘ мκнϦ-мо ¦b/ Ȅ мϦ .ǳǧƻƴ IŜŀŘ .ƭŀŎƪ ½ƛƴŎ н 

нп сст .ƻƭǘ aу Ȅ мΦнр t Ȅ рлƳƳ [ƻƴƎ IŜȄ IŜŀŘ ½ƛƴŎ /ƻŀǘŜŘ DǊŀŘŜ уΦу п 

нр ссу .ƻƭǘ aу Ȅ мΦнр t Ȅ срƳƳ [ƻƴƎ IŜȄ IŜŀŘ ½ƛƴŎ /ƻŀǘŜŘ DǊŀŘŜ уΦу н 

нс офн пƳƳ {ǘǳōōȅ IŜȄ [-YŜȅ !ƭƭŜƴ ²ǊŜƴŎƘ  м 

нт уоллнр {ǇŀŎŜǊ Φутр h5 Φопоу L5 мΦрснрέ ¢ƘƛŎƪ !ƭǳƳƛƴǳƳ м 

ну уоллнп {ǇŀŎŜǊ мΦнрέ h5 Φотрέ L5 Φснрέ ¢ƘƛŎƪ !ƭǳƳƛƴǳƳ м 

нф уоллно wǳōōŜǊ ²ŀǎƘŜǊ мΦнрh5 Φотрέ L5 Φлснрέ ¢ƘƛŎƪ !ŘƘŜǎƛǾŜ .ŀŎƪŜŘ м 

ол нпнллм .ƭǳŜ ¢ƘǊŜŀŘ [ƻŎƪŜǊ н 
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Using the supplied 4mm allen wrench, take up most of 

the slack on the four M6x12mm bolts.  

DO NOT FINAL TIGHTEN BOLTS 

1 2 

6 5 

4 3 

Into three of the four Corner Inner Supports(9) loosely install 

four M6x10mm bolts(19) and T-nuts(14).  

Apply thread lock to bolts 

Unbox and lay out all the Alta Cargo Rack parts and 

hardware. 

Loosely attach the Passenger Side Bracket(3) to the Rack 

Pan(5) using four M6x12mm bolts(20) and four T-nuts(14). 

Apply Thread Locker to the end of the bolts. 

With the T-nuts still loose, slide Short Rails(7) on the 

top and bottom sets. 

Note Orientation 

of Rails 

Apply Thread Locker to the end of the bolts and install M6x10mm 

bolts(19) and T-nuts(14) that hold on the other 2 short(7) and 4 long

(6) side rails. There are eight holes on the long sides and four on the 

short. Leave T-nuts loose so side rails can slide on and slide them on. 

Snug up the side rails with the supplied 4mm allen wrench, leaving 

some play in the rails.  

7 

7 

14 19 

T-nut on 

outside 

19 

14 

9 

14 
20 

3 
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7 8 

12 11 

10 9 

 With one side on, lightly snug the corner support bolts, then 

push the other rails back into position lining up the T-nuts as it 

is pushed. Pressing on the head of the bolt will help position 

the T-nut. Repeat this process for a total of 3 corner supports. 

Now that all the corner supports are in place and all hard-

ware lightly snug, square up the side rails and tighten down 

the bolts that hold the rail(6 & 7) to the rack pan(5). Four 

bolts on the short sides and eight on the long sides.  

Install corner Supports by sliding one side of the rails over 

enough to clear the corner support as it is installed onto the 

other two side rails. Push the head of the bolt to help position 

the T-nut to slide into the rail. 

Gap is Normal 

Use an assistant or carpenters clamp to apply pressure for 

final positioning of the corner supports. All gaps should be 

evenly spaced and the rails tight against the rack pan. Final 

tighten all bolts as process is repeated on remaining sides 

(6) 

(7) 

(5) 

Start with the top and use a small screwdriver to line up the   

T-nut with bolt hole. It might be helpful to use the allen wrench 

to hold the bolt into place while positioning the T-nut. Once 

bolts are started lightly snug them down. Thread lock bolts. 

Prior to installation of final corner support, remove one of the 

short top rail to rack pan bolts closest to the end, then position 

4 T-nuts(14) in the side rails. Place the corner support into 

position and reinstall the rack to rail bolt. 

14 
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(11) 

(8) 

(3) 

  

  

Loosely install the drivers side bracket (1) to the Rack Pan 

Assembly using four 6M bolts(21), washers(18) and nuts(13).  

Loosely install the Front Brace(2) starting with the front facing 

four 6M bolts(11), washers(8) and nuts(3) 

Loosely install the four remaining 6M bolts(21), washers(18) 

and nuts(13) down through the top Rack Pan(5) and into the 

Front Brace(2), similar to step 13. 

13 14 

18 17 

16 15 

With a 13mm remove the 4 bolts on the drivers side of the 

adjustable tire carrier mount and 1 bolt on the upper passen-

ger side of the hinged carriers body. Also remove the rubber 

tire stopper that is on the drivers side of the tailgate. 

(21) 

(18) 

(13) 

Location of the 

4 bolts 

(1) 

Loosely install two 3/8 bolts(22), washers(16) and nuts(11) 

through the Front Brace(2) and Passenger Side Bracket (3). 

(2) 

(2) 

(22) 
(16) 

(11) 

(3) 
(5) 

(21) 

(18) 

(13) 

Remove the spare tire from the Teraflex HD Hinged 

Tire Carrier. 


